
Installation Guide 
iCLAD



Thank you for choosing CAAST UHPC panels for your project. We appreciate your
business and want to ensure you have all the information you need to store, handle
and install your panels successfully. This installation guide is designed to walk you
through the process step by step. No two projects are exactly the same, so please
don’t hesitate to reach out to our customer service team for project specific
assistance. 
 

 

 
 
 

Installation Instructions

Receiving, Handling and Storage 

Your panels will arrive packaged in wooden crates. Flat panels will be crated on edge.
Other shapes have crate designed specifically for the application. Flat panels should
remain in this position until installation begins to prevent damage and allow air to
flow around the product. Please ensure that your CAAST panels are adequately
protected from the elements until they are installed on the building as wet packaging
materials left in contact with the face of the panels may affect the surface. CAAST
panels are available with engineered lifting points for ease of handling. These metal
plates should be removed before the next row of panels are placed above if they
interfere with installation. Crate contents and unpacking instructions will be provided.
Please ensure that the appropriate lifting equipment is on site to unload the
materials. 



When the base building is complete with AV barrier, install iClad thermal brackets
according to the layout provided in the engineered shop drawings. 

a) 18 Ga Steel Stud attachment : use self-drilling Tek screws ¼-14x1” 
b) CMU or cast in place attachment: use Simpson Strong Tie HD Titan 2.5” 
c) For situations where the cast in place superstructure contains rebar that may
interfere with the anchoring of brackets, the use of the iClad Double Single
Looped ferule is recommended.

(D)*vertical spacing of brackets is determined by the wind load on the building 
 
 

Step 1. iClad Thermal Bracket installation



Step 3. Horizontal Rail 

Fasten the horizontal rails to the girts using the spacing indicated in the shop
drawings  using 12-14 Climaseal self-drilling screws and ensure the rails are level by
using a laser and/or spirit  level. Pre-installed panel anchorsare at the same elevation
as the screw in the rail.

 

Step 2. Vertical Z-Girts 

Install iClad girts vertically according to shop drawings and be careful to maintain
appropriate spacing and gaps. It is important that the girts do not pass over deflection
gaps and expansion joints in the base building as failure of the substructure may
occur. IClad girts allow in-out adjustment to enable the installer to create a flat
vertical plane for ease of installation. 



 
CAAST panels are manufactured with embedded stainless steel anchors. 

Attach aluminum panel clips to the panels with the bolts provided and install
adjusting screws on all top row clips. 

Start at the lowest level of the building and hang panels around the perimeter, and
adjust the panels to the correct height to align with adjacent panels and architectural
features. Install 1 lock screw per panel to keep each panel in the desired location. A
minimum of 6mm should be left between panels to allow for air flow and
expansion/contraction. 

Step 4. Clips 



Spring Valley Corp. takes great pride in what we produce and manufacture.
Quality and reliability is our priority. We offer a 20-year warranty on our
panels. CAAST is a low-maintenance product and minimal cleaning is typically
required. To maintain and clean CAAST UHPC Concrete we recommend
cleaning with white vinegar or with soap & water. For aggressive stains,grafitti
or efflorescence, a gentle Muriatic Acid solution can be used.  Apply with a
sponge and then immediately rinse with water or a pressure washer.

Maintenance Instructions 

Thank you for purchasing

CAAST  


