
OPUSPRO
FIBRE
CEMENT
BOARD



Minimum Density ≥ 1700 kg/m3

Water Absorption ( Uncoated Panel ) ≤ 17.0%

Moisture Content 6.0 - 8.0%

Movement due to Moisture Fluctuation 0.8 mm/m ( 30 - 90% rh )

Mean Module of Elasticity 14,000 N/mm2

Bending Strength ( Perpendicular ) 16 N/mm2

Bending Strength ( Parallel ) 22 N/mm2

Physical Properties

Durability Classification

Strength Classification ( Uncoated Panels ) Class 4 [ ≥ 18.0 N/mm2 ]

Strength Classification ( Hydrophobic UV Treated ) Class 5 [ ≥ 24.0 N/mm2 ]

Fire Rating

Category A

Class A1

Test Category EN 12467 Classification

2500 x 1250 mm

3000 x 1200 mm

2500 x 1200 mm

3000 x 1250 mm

Thickness

Tolerances Standard Sizes

Available in thicknesses
of 8 through 12mm.

Length / Width ± 2.0 mm / ± 1.0 mm

Squareness

± 0.2 mm

2.0 mm/m

Technical Properties



Opus Pro fiber cement panels are specially designed for exterior applications 

as part of a ventilated façade system.  Our boards are available in 12 beautiful 

through colors, 6 unique surface textures and 4 panel sizes. Opus Pro panels 

are a cost effective and attractive cladding solution for any project.

SUPERBIANCO NATURALE PIETRA GRIGIO

LAVAGNA GIALLO VERDE ROSSO

TERRACOTTA TERRA DESERTO PERGAMENA

STANDARD GROOVE SURFACE

RIGO STRIPED SANDBLASTED

Fiber cement is made with natural materials which will result in color 
variation, a quality that enhances the natural beauty of the product.
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